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For Inverter appliance

For ON-OFF appliance

Note: The unit of 12K#²,18K# and 36K# is bigger than the 
unit of 12K,18K and 36K.

Note: The unit of 12K#,18K#,24K#,36K# is bigger than the 
unit of 12K,18K,24K,36K.

Note: Piping connection should be conducted on outdoor side !

4.  Connecting of the Cable
• Indoor Unit
Connect the power cord to the indoor unit by connecting the 
wires to the terminals on the control board individually in 
accordance with  the outdoor unit connection.
Note: For some models, it is necessary to remove the 
cabinet to connect  to the  indoor unit terminal.
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• Outdoor Unit
1) Remove the access door from the unit by loosening the 
screw. Connect the wires to the terminals on the control 
board individually as follows.  
2) Secure the power cord onto the control board with cable 
clamp.  
3) Reinstall the access door to the original position with the 
screw. 
4) Use a recognized circuit breaker for 24K model between 
the power source and the unit. A disconnecting device to 
adequately disconnect all supply lines must be fitted.
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Cable Specifications for Inverter appliance 

Note: 1.K* means the power supply of this model comes from 
indoor unit. 2.K** indicates indoor power supply unit model 
with power line and plug. 3.For 14K*~18K* models under 
Tropical(T3) Climate condition, the normal cross-sectionl 
area of Power cord and Power connecting cord is 2.5mm²×4.

 Caution:
1. Never fail to have an individual power circuit specifically 
for the air conditioner. As for the method of wiring, refer to 
the circuit diagram posted on the inside of the access door.
2. Comfirm that the cable thickness is as specified in the 
power source specification.
3. Check the wires and make sure that they are all tightly 
fastened after cable connection.
4. Be sure to install an earth leakage circuit breaker in wet 
or moist areas.  

30



Warning: 
Before obtaining access to terminals, all supply circuits must 
be disconnected. Make sure that the color of the wires in the 
outdoor unit and terminal No. are the same as those of the 
indoor unit, the details please refer to the wiring diagram 
which is near the terminal inside the unit.

Cable Specifications for ON-OFF appliance

Note: 
The cord may be different from the list above. It may be used 
as the next list. And it can be larger.0-6A, use 0.75mm² or 
18AWG. 0-10A, use 1mm² or 16AWG. 0-16A, use 1.5mm² or 
14AWG 0-20A, use 2.5mm² or 14AWG. 0-25A, use 2.5mm²  
or 12AWG. 0-32A, use 4mm².

Attention:      
The plug must be accessible even after the installation 
of the appliance in case there is a need to disconnect 
it. If not possible, connect appliance to a double-pole 
switching device with contact separation of at least 3 
mm placed in an accessible position even after 
installation.  
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2. Install and Fix Outdoor Unit
Fix with bolts and nuts tightly on a flat and strong floor. If 
installed on the wall or roof, make sure to fix the supporter 
well to prevent it from shaking due to serious vibration or 
strong wind.
3. Outdoor Unit Piping Connection
• Remove the valve caps from the 
2-way and 3-way valve.
•  Connect the pipes to the 2-way 
and 3-way valves sepa
rately according to  the required 
torque (refer to the picture for 
operation).
4. Outdoor Unit Cable Connection 
(see previous page)

1. Install Drain Port and Drain Hose (for heat-pump
model only) 
The condensate drains 
from the outdoor unit when 
the unit operates in heating 
mode. In order not to 
disturb your neighbor and 
protect the environment, 
install a drain port and a drain
hose to direct the condensate 
water. Just install the drain port and 
rubber washer to the chassis of the outdoor 
unit, then connect a drain hose to the port as 
the right figure demonstrates.
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The air which contains moisture remaining in the refrigeration 
cycle may cause a malfunction on the compressor. After 
connecting the indoor and outdoor units, release air and 
moisture from the refrigerant cycle using a vacuum pump, 
as shown below.
Note: To protect the environment, be sure not to 
discharge the refrigerant to the air directly. 
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 How to Purge Air Tubes:
(1) Unscrew and remove caps from 2 and 3-way valves.
(2) Unscrew and remove cap from service valve.
(3) Connect vacuum pump flexible hose to the service valve.
(4) Start vacuum pump for 10-15 minutes until reaching a 
vacuum of 100Pa absolutes.
(5) With vacuum pump still running close the low pressure 
knob on vacuum pump manifold. Then stop the vacuum 
pump.
(6) Open 2-way valve ,1/4 turn, then close it after 10 
seconds. Check tightness of all joints using liquid soap or an 
electronic leak detector
(7) Turn 2 and 3-way valves stem to fully open the valves. 
Disconnect the flexible vacuum pump hose.
(8) Replace and tighten all valve caps.

Front panel maintenance
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Air filter maintenance

Operating temperature for Inverter appliance

Operating condition
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Operating temperature for ON-OFF appliance
The protective device maybe trip and stop the appliance in 
the cases listed below.

NOTE:
*Optimum performance will be achieved within these 
operating temperature. If air conditioner is used outside of 
the above conditions, the protective device may trip and 
stop the appliance.
*Normally,the outdoor max temperature is 43℃,but some 
models will be achieved 46℃,48℃,or 50℃.For Tropical (T3) 
Climate condition models, the outdoor max temperature is 
55 ℃.
*For some models, can keep cooling at -15 ℃ outdoor 
ambient via unique design. Normally, optimum cooling 
performance will be achieved above 21 ℃. Please consult 
the merchant to get more information.
*For some models, can keep heating at -15 ℃ outdoor
ambient , some models heat at -20 ℃ outdoor ambient, even 
heat at lower outdoor ambient
The temperature of some products is allowed beyond the 
range. In specific situation, please consult the merchant. 
When relative humidity is above 80%, if the air conditioner 
runs in COOLING or DRY mode with door or window 
opened for a long time, dew may drip down from the outlet.
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Noise pollution

• Install the air conditioner at a place that can bear its weight 
in order to  operate more quietly.
• Install the outdoor unit at a place where the air discharged 
and the operation noise would not annoy your neighbors.
• Do not place any obstacles in front of the air outlet of the 
outdoor unit lest it increases the noise level. 

Features of protector

1. The protective device will work at following cases.
Restarting the unit at once after operation stops or changing 
mode during operation, you need to wait for 3 minutes.
Connect to power supply and turn on the unit at once, it may 
start 20 seconds later.
2. If all operation has stopped, press ON/OFF button again 
to restart, Timer should be set again if it has been canceled. 

NOTE:
*Normally,the outdoor max temperature is 43℃,but 
some models will be achieved 46℃,48℃,or 50℃.For 
Tropical (T3) Climate condition models, the outdoor 
max temperature is 55 ℃. 
The temperature of some products is allowed beyond 
the range. In specific situation, please consult the 
merchant.
If the air conditioner runs in COOLING or DRY mode 
withdoor or window opened for a long time when 
relative humidity is above 80%,dew may drip down 
from the outlet.
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Features of HEATING mode

Preheat
At the beginning of the HEATING operation, the airflow 
from the indoor unit is discharged 2-5 minutes later.
Defrost
In HEATING operation the appliance will defrost (de-ice) 
automatically to raise efficiency.This procedure usually lasts 
2-10 minutes. During defrosting, fans stop operation.
After defrosting completes, it returns to HEATING mode 
automatically.
Note: Heating is NOT available for cooling only air 
conditioner models.  

The following cases may not always be a malfunction, 
please check it before asking for service.
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